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Intended Use
The USB 2.0 fax modem is designed to connect a computer to the Internet via a stan-
dard telephone connection and enable the transmission and receipt of fax messages.
It also supports telephone answering machine functions (TAM) and other telephone
services.

Users are obliged to inform themselves of any applicable, legally binding regulations
and requirements in respect of the device before actually using the device.

Using the device for unintended purposes and unauthorised modifications to it absolves
CM3−Computer oHG of any obligations in the event of damage.

Package Contents

- USB 2.0 fax modem with USB cable - Driver CD

- Telephone cable with
2 x RJ11 connectors

- Operating instructions

Please check the package contents are complete. If anything is missing or has been
damaged during transport, DO NOT put the device to use! Contact your sales outlet
with the purchase receipt to hand.

Connections and Indicators
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1 Red LED: Lights up when the modem is connected to the computer.

2 Green LED: Lights up when the modem is connected to the Internet.
Flashes when data is being transmitted.

3 USB connector for connection to the computer.

4 RJ11 connection port for the telephone cable supplied.
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Connecting the Fax Modem

1. Plug the USB connector on the fax modem in a free USB port on the computer.

2. Connect the fax modem to a telephone connection socket using the telephone
cable supplied.

 The telephone cable is equipped with an RJ11 connector for connection
to the telephone connection socket. Therefore, you may need an adap-
ter in order to connect the telephone cable to your telephone connection
socket.

Installing the Driver
In order that the fax modem can work together with your computer, you must install a
driver on the computer after connecting the modem.

The following instructions describe the installation according to the example using
Windows XP. The working steps may differ slightly if other Windows versions are
used.

After having connected the fax modem to your computer, the �Found New Hardware
Wizard" dialogue box opens.

1. Select the �No, not this time˜ option and click on the [Next] button.

2. Follow the prompt in the subsequent dialogue box and insert the Driver CD in
the CD−ROM drive. Then select the �Install from a list or specific location˜ option
and click on the [Next] button.

3. When the next dialogue box appears, select the �Search for the best driver in
these locations˜ and only select the �Search removable media (floppy,
CD−ROM,...)" checkbox.

4. Click on the [Next] button.
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After the driver has been installed for the fax modem, �Completing the ....Wizard" ap-
pears.

5. Click on the [Finish] button to finalise the installation.

Installing the Fax Software in Windows XP
Windows XP is provided with a fax software which can be used to transmit and re-
ceive fax messages. Proceed as follows to install the fax software:

 You can also purchase software from third−party providers in order to
be able to use all the functions available on your fax modem.

1. Click on the [Start] button and select �Settings −> Control Panel".

2. Double−click on �Software" in the Control Panel.

3. Click on the �Add/Remove Windows Components" in the �Software" dialogue
box.

4. Select the �Fax Services" checkbox in the �Windows Components Wizard".

5. Click on the [Next] button.

Depending on the scope of your Windows systems, it may now be necessary to insert
your Windows CD.

6. After completing the installation of the fax software, click on the [Finish] button.

Using the Fax Software
1. Click on the [Start] button and then select 

�All Programs −> Accessories −> Communication −> Fax −> Send a Fax".

The wizard guides you through installation of the fax services.

 Select �USB Data Fax Voice Modem" as the fax machine.
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Technical Data
� 2 LEDs: Ready / Data transmission

� Connections: USB 2.0, RJ−11

� Power supply: Via USB, < 50 mA in operation, < 0.5 mA in standby

� Data transmission rate: Download up to 56 kbit/s, Upload up to 48 kbit/s

� Plug−&−play compatible

� Dimensions and weight: 77 x 21 x 21 mm, 35 g

� Supports operating systems: Linux, Windows 98SE / ME / 2K / XP / XP−64 / Vista /
Vista−64 / 7 / 7−64

Modem

� V.92, V.90, V.34, V.32 to, V.23, V.22 to, V.21, Bell 212, Bell 103

� Auto mode

� Data compression: V.44, V.42 to, MNP 5

� Error correction: V.42, MNP 2−4

� Diagnosis: V.59

� Instruction set: Hayes AT

� TIES escape code

Fax

� Group 3, Class 1, V.17, V.29, V.27 ter

� Transmission rates up to 14.4 kbit/s

Voice

� ADPCM voice compression

� Answering machine function

Telephone Services

� Wake up on ring

� Ring detection

� On/Off hook control

� Call progress monitor

� DTMF detection and generation

� Voice / Fax / Modem

� Caller ID (option)

� Modem on hold
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CE Mark
This device fulfils the requirements of all the applicable EU directives.

Compliance with the relevant EU directives is confirmed by the CE mark applied to the
device.

The full Declaration of Conformity can be viewed at the following web site:

CM3−Computer oHG
Schinderstr. 7

84030 Ergolding
Deutschland

Disposal

In order to dispose of your device, take it to a collection point provided by your
local public waste authorities (e.g. recycling centre). According to laws on the
disposal of electronic and electrical devices, owners are obliged to dispose of
old electronic and electrical devices in a separate waste container. 
The adjacent symbol indicates that the device must not be disposed of in nor-
mal domestic waste!

Packaging materials must be disposed of according to local regulations.

Guarantee
The terms of guarantee comply with the legal stipulations. The period for claims under
the terms of guarantee is two years. It begins on the date of supply, i.e. the date on
which it was handed over to the customer. In the case of a deficiency in respect of the
product, the customer has a right to supplementary performance. If the customer is
the consumer, he can choose between repair of the defect or supply of a flawless
product. We are permitted to refuse the type of supplementary performance selected if
it would lead to unreasonable costs and the other type of supplementary performance
would be of no significant disadvantage to the customer. If the customer is a contrac-
tor, we can choose between repair of the defect or supply of a flawless product. As-
suming all legal requirements have been fulfilled, the customer is also entitled to rights
of reduction and withdrawal as well as compensation. A manufacturer’s guarantee pro-
vided by a manufacturer of our products remains unaffected.
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